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bstract
Carbon nitride nanospheres have been synthesized into copper by simultaneous high fluence (1018 at. cm−2) implantations of 12C and 15N ions.
he composition of the implanted region has been measured using 12C(d,p0)13C and 15N(d,0)13C nuclear reactions induced by a 1.05 MeV deuteron
eam. The 12C and 15N depth profiles are very close and the retained doses into copper are relatively high, which indicates that carbon and nitrogen
iffusion processes are likely limited during implantation. High resolution transmission electron microscopy (HRTEM) observations and electron
iffraction (ED) analyses have been carried out to determine the structure of the nanospheres formed during implantation. Some consist in small
ollow amorphous nanocapsules with sizes ranging from 30 to 100 nm. Large gas bubbles with diameters up to 300 nm have also been observed
n the copper matrix. Electron energy-loss spectroscopy (EELS) measurements performed on the small nanocapsules indicate that their shells are
omposed of carbon and nitrogen.
 2007 Elsevier B.V. All rights reserved.
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. Introduction
In the last decade, the synthesis of carbon nitride structures
as been extensively investigated due to their highly interesting
hysical properties such as high hardness and wear resistance.
ndeed, some calculations predicted that several structures as
- and -C3N4 would be harder than diamond [1]. However,
ven amorphous carbon nitride layers may have suitable physi-
al properties for the use in many tribological applications, for
nstance as protective coatings. A wide variety of elaboration
echniques have been used such as reactive sputtering, chemical
apour deposition, pyrolysis of organic materials, laser deposi-
ion and ion implantations [2–8]. So far, whatever the technique
mployed, mixed phase layers are quite often obtained and it
emains very difficult to achieve fully crystalline phase forma-
ion. Among these techniques, ion implantation appears to be an
nteresting solution. It enables to modify near-surface properties
f materials and allows a perfect control of the stoichiometry and
hickness of modified layers by varying experimental implan-
∗ Corresponding author. Tel.: +32 81 72 54 77; fax: +32 81 72 54 74.
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oi:10.1016/j.matchemphys.2007.02.028ation conditions as ion energy and fluence. Since successive
arbon and nitrogen implantations in metals have not yet been
onclusive [9], simultaneous implantations may be envisioned.
igher fluences could be attained and it would favor the interac-
ions between carbon and nitrogen species during implantation.
In that work, we performed simultaneous implantations with
arbon and nitrogen ions into copper samples using the non-
eviated beam line of a 2 MV Tandetron accelerator. Then,
e determined the depth distributions of 12C and 15N using
2C(d,p0)13C and 15N(d,0)13C non-resonant nuclear reactions
nduced by a 1.05 MeV deuteron beam. Finally, we carried out
RTEM observations, ED analyses and EELS measurements
o study the structure and the composition of the nano-objects
ormed during implantation.
. ExperimentalThe samples are polished polycrystalline copper substrates. A simultaneous
2C and 15N implantation was performed using the non-deflected beam line of
he 2 MV ALTA¨IS1 Tandetron accelerator installed at LARN. This implantation
1 Acce´le´rateur Line´aire Tandetron pour l’Analyse et l’Implantation des
olides.
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Table 1
Energies and calculated (RSRIM) and experimental (Rexp) projected ranges of
12Cp+ and 15Nq+ ions implanted into copper with a terminal voltage of 400 kV
on our Tandetron accelerator
E (keV) RSRIM (nm) Rexp (nm)
12C 195 240 300
12C+ 599 585 600
12C2+ 1002 840 880
15N 244 250 300
15N+ 648 580 600





























































neutral 15N implanted atoms and the 3 other ones at 880, 1020
and 1200 nm to, respectively, 15N2+, 15N3+, and 15N4+ implanted
ions. The quantity of nitrogen or carbon atoms retained in
the copper matrix after the implantation, that corresponds to5N3+ 1455 1000 1020
5N4+ 1858 1180 1220
as carried out using a sputter ion source. A copper cathode filled with a mixture
f Ti15N and 12C is bombarded with a Cs+ ion beam. The material is sputtered
rom the target and CN− anions are accelerated in the low energy part of the
andetron accelerator. Passing through the stripper canal, the CN− anions are
roken and a large variety of Cn+ and Nq+ cations are produced and accelerated
n the high energy part of Tandetron accelerator towards the copper sample. The
ample was maintained at room temperature and the vacuum pressure did not
xceed 10−5 Pa during the implantation. The terminal voltage of the accelerator
as fixed at 400 kV, which gives for instance energies of, respectively, 599 keV
nd 648 keV for 12C+ and 15N+ ions (Table 1). The beam focalisation parameters
ere determined in order to favour the contribution of 12C+ and 15N+ ions. The
urrent density of the ion beam was measured around 20A cm−2 and the total
uence was about 1018 at. cm−2.
The depth distributions of carbon 12C and nitrogen 15N in copper were stud-
ed using 12C(d,p0)13C and 15N(d,0)13C non-resonant nuclear reactions that
ake possible to depth profile 12C and 15N atoms with a quite good resolution
n a single and relatively rapid measurement. NRA experiments were performed
ith a 1.05 MeV deuteron beam using the same facilities as for the implanta-
ion (ALTA¨IS Tandetron accelerator). Two silicon surface barrier detectors were
xed at 150◦ and 165◦ relative to the incident beam to measure, respectively,
RA and RBS signals. A 12m MylarTM absorber foil was placed in front of
he NRA detector at 150◦ in order to stop backscattered ions and to measure
nergetic  and proton particles. Since the cross section of the nuclear reaction
n 15N is very low (∼3 mb sr−1), we used a large solid angle (25.7 msr) for this
etector to minimize the acquisition time (about 20 min). The RBS detector was
ollimated (0.18 msr) to allow the detection of backscattered deuterons without
ny absorber foil. It was used as a monitor to determine the concentrations of
itrogen and carbon ions implanted in the copper sample from the estimated
uantity of incident deuterons.
The carbon nitride structures formed during the ion implantation were char-
cterized by HRTEM (JEM 4000EX and JEOL 200CX microscopes, working
t 400 and 200 kV, respectively). EELS measurements have been performed on
Philips CM-30-FEG microscope equipped with a post-column GIF200 sys-
em. The spectrum was recorded operating the microscope in the diffraction
ode at an accelerating voltage of 300 kV and with a spectrometer collection
ngle of 2.5 mrad. To achieve the plan view TEM analysis of the carbon nitride
ompounds synthesized into the bulk copper, the samples were electrolytically
olished using appropriate chemical bathes (D2 from STRUERS, 6 V) until a
ole was formed in the substrate.
. Results and discussion
Fig. 1 shows the experimental NRA spectrum measured
t 150◦. A very intense peak is observed just below 3 MeV,
hich can be attributed to the contribution of both surface con-amination and implanted 12C ions [10]. The peak detected
round 4 MeV, corresponds to the 15N(d,0)13C reaction with
he implanted 15N ions. The total concentrations and the depth




aig. 1. Experimental (dots) and simulated (solid lines) NRA spectra at 150◦ of
he 12C and 15N co-implanted copper sample (integrated charge = 150C).
pectrum using the SIMNRA program [11] in which specific
uclear reaction cross sections are considered and the copper
ample is sliced into layers containing the elements concerned.
he simulated SIMNRA spectrum is represented in solid line on
ig. 1 and the calculated depth profiles of 12C and 15N are shown
n Fig. 2. In the depth distribution of 15N, several shoulders are
bserved around a main peak which can be attributed to 15N+
mplanted ions. Indeed, the energy of 15N+ ions corresponds
o an implantation projected range close to 580 nm in copper,
ccording to SRIM2003 code calculations [12]. From the com-
arison with the SRIM2003 calculated projected ranges reported
n Table 1, we can ascribe the first shoulder around 300 nm toig. 2. Depth distributions of 12C (filled triangles) and 15N (open squares) ions
etermined from SIMNRA simulations for the 12C and 15N co-implanted copper
ample. The arrows indicate the calculated projected ranges (RSRIM) of 12Cp+
nd 15Nq+ ions.
























































Fig. 3. TEM image of large gas bubbles in the copper substrate.92 T. Thome´ et al. / Materials Che
he total area under each depth profile, will be called retained
ose hereafter. The maximal concentration and the retained
ose for nitrogen species are, respectively, around 7 at.% and
.5 × 1017 at. cm−2. A 15N surface peak is also detected, which
an be explained by a slight diffusion process of nitrogen during
he implantation.
In the 12C depth profile, a shoulder ascribed to neutral 12C
mplanted ions is detected before the main peak that corresponds
o 12C+ ions. Nevertheless, only one is observed for deeper
anges, which indicates that almost no 12C ions ionised more
han two times are implanted into the sample. This was con-
rmed by measuring the different intensities of the multi-ionised
arbon ion beams on a deviated beam line of the accelerator.
very thin 12C contamination layer (<1 nm), characteristic of
he carbon build-up phenomenon-that occurs on surfaces during
mplantation, is detected [10]. This carbon layer is not visible in
ig. 2 due to too small scales. The maximal concentration and
he retained dose for carbon species are, respectively, around
at.% and 4.5 × 1017 at. cm−2. We can notice that the entire
arbon and nitrogen retained dose (9 × 1017 at. cm−2) and the
otal dose generated by the implantation (around 1018 at. cm−2)
re quite equal. That highlights the absence of a global and rapid
elease of carbon and nitrogen atoms outside the copper sam-
le during implantation. Another feature to outline is that the
itrogen and carbon depth profiles are very close in shape and in
ntensity. This means that the diffusion processes of carbon and
itrogen atoms during implantation in copper are likely limited.
his strong correlation also strengthens the assumption that car-
on nitride compounds may be synthesized by implantation into
opper.
Typical plane view TEM observations performed after
mplantation are shown in Figs. 3 and 4. They reveal the pres-
nce of several nano-objects, with diameters ranging from 30
o 300 nm and well-defined spherical shapes, embedded in a
ominant copper crystalline matrix. The nano-compounds with
diameter larger than 50 nm (Fig. 3) may be large gas bub-
les whereas the other ones (Figs. 3 and 4) are small hollow
anospheres probably composed with carbon and nitrogen as
uggested by the NRA results presented above. Besides, XPS
easurements performed in another study on copper substrates
mplanted in similar conditions showed the formation of char-
cteristic types of chemical bonds between carbon and nitrogen
13]. A close up HRTEM image of a small empty nanocap-
ule and its associated selected area electron diffraction (SAED)
attern are presented in Fig. 5. It clearly indicates that the hol-
ow spherical shells formed during implantation are amorphous.
ndeed, several diffuse rings indicating the amorphous struc-
ure can be observed in the SAED pattern (inset of Fig. 5).
rom the EELS spectrum in Fig. 6, we deduced the compo-
ition of these empty nanospheres to be carbon nitride. Indeed,
he spectrum presents C and N K edges, with additional peaks
ttributed to O (O K edge) coming from contamination (oxida-
ion) of nanospheres, and to Cu (Cu K edge, not shown) coming
rom the substrate. The spectrum obtained is very similar to the
nes presented in [14] for carbon nitride thin films with high
itrogen content. Indeed, the relative quantification indicates a
itrogen percent content of about 26%.
Fig. 4. TEM image of small carbon nitride hollow nanospheres in the copper
substrate.











































(ig. 5. TEM image of an isolated carbon nitride nanosphere with its associated
elected electron diffraction pattern (in the inset).
The presence of empty nanospheres is an interesting result
hat has also been reported by Abe and Cabioc’h [15–17] for
ingle carbon ion implantations into copper substrates. These
revious investigations demonstrated that the presence of these
orts of empty nanocapsules was due to a carbon precipitation
t copper grain boundaries. Surprisingly, they observed in situ
hat the so-encapsulated copper nanograins disappeared progres-
ively by a copper diffusion through the defective carbon layers.
uch a behavior can also explain the formation of the nanocap-
ules observed in our substrates. The presence of amorphous
arbon parts around the nanocapsules can be attributed to a car-
on precipitation at the surface and along boundaries of large
opper grains. These results indicate that simultaneous implan-
ig. 6. EELS spectrum of an isolated carbon nitride nanosphere with in the






[nd Physics  103 (2007) 290–294 293
ations of carbon and nitrogen can be used to produce carbon
itride compounds such as nanospheres.
. Conclusion
The depth distributions of carbon 12C and nitrogen 15N
o-implanted in a copper sample have been determined using
2C(d,p0)13C and 15N(d,0)13C non-resonant nuclear reactions
nduced by a 1.05 MeV deuteron beam. We are able to distin-
uish the different contributions of each ionised element (at least
o four times for nitrogen while no more than two times for car-
on) to the total nitrogen and carbon depth distributions. The
elatively high carbon and nitrogen doses retained in the bulk and
he strong correlation between nitrogen and carbon depth pro-
les indicate that the carbon and nitrogen diffusion processes are
imited during implantation and that carbon nitride compounds
re likely synthesized in the bulk of copper.
High resolution transmission electron microscopy (HRTEM)
bservations indicate that at least two kinds of nano-compounds
re formed in the copper matrix during implantation: large gas
ubbles and small nanospheres. The sizes of these nano-objects
ange from 30 to 300 nm and most of them have a well defined
pherical shape. Electron diffraction analyses and EELS mea-
urements show that the nanospheres are hollow amorphous
anocapsules composed of carbon and nitrogen. This study sug-
ests that carbon and nitrogen co-implantation is an interesting
echnique to produce carbon nitride compounds.
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